
Component
Service Function Sub-Function Requirement

Transit Maintenance Garage

Source

MUSA
SBP

4.2.3.025 A single payment media shall be supported for all transportation services. USR 3.1.2.1

4.2.3.026 A single payment media shall be supported for transportation services and other uses, such as USR 3.1.2.6
retail purchases, utility bills, etc.

TFM

7.3.1.004 Two-way data communication shall be provided to link maintenance garages with the fleet
management facility.

USR 2.1.4.3

MFO
MTA

7.2.1.004.a Personnel availability information shall be used to adjust transit driver assignments daily at the MCTO 4/24/96  - 4
vehicle garage to address driver vacation and sick leave impacts.

7.2.1.007.a Transit vehicle assignments shall include vehicle to maintenance garage. USR2.1.3.1.4

7.2.1.014.b Transit vehicle assignments shall assure vehicles are assigned to specific garage parking MCTO 4/24/96  - 2, USR
locations.

7.2.1.016 When a MAINTENANCE REQUEST for preventative maintenance on a vehicle is received, USR2.1.3.1.2
VEHICLE ASSIGNMENTS shall allocate the vehicle to a maintenance garage if the minimum
required number of fleet vehicles would still be available for normal transit operations.

7.2.1.016.a A transit vehicle shall be made available for operational assignment when a MAINTENANCE Derived
COMPLETION is received for the vehicle.

7.2.1.017 When a driver indicates that his vehicle has broken down, vehicle assignments shall assign the USR 2.1.3.1.4
failed vehicle to a maintenance garage.

7.2.1.018 When a driver indicates that his vehicle has broken down, vehicle assignments shall assign USR2.1.3.1.4
appropriate equipment and personnel to the failed vehicle’s location.
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Component
Service Function Sub-Function Requirement

TRS
7.2.2.001 Transit vehicle location shall be determined automatically.

Source

USR 2.3.3.1, SB 59.4.1

7.2.2.004 Transit vehicle condition including accumulated vehicle mileage shall be automatically tracked. USR 2.1.1.1,2.1.3.1.1

7.2.2.005 Transit vehicle condition including engine temperature shall be automatically tracked . SB 56-2,59-4.9

7.2.2.006 Transit vehicle condition including tranmission temperature shall be automatically tracked. SB 56-2,59-4.9

7.2.2.007 Transit vehicle condition including oil pressure shall be automatically tracked. SB 59-4.9

7.2.2.008 Transit vehicle condition including drive-line operating condition shall be automatically tracked. USR 2.1.1.1

7.2.2.008.a Transit vehicle conditions including brake pneumatic pressure shall be automatically tracked. PWT 3/12/96

7.2.2.008.b Transit vehicle conditions including vehicle electrical draw shall be automatically tracked. PWT 3/12/96

7.2.2.018 Daily vehicle condition pre-trip defect inspection data shall be captured and reported to MCTO 4/24/96 - 4
maintenance.

7.2.2.018.a All transit vehicle condition information shall be monitored and captured for analysis. MCTO 4/24/96 - 2 1

7.2.2.019 Vehicle condition problems shall be conveyed to both the control center and garage in real time MCTO 4/24/96 - 2 1, US
on an exception only basis.
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